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ZERTIFIKAT ¢ CERTIFICATE &

Product Service

Compliance Document
No. D8 16 03 95142 002

Holder of Certificate:

Product:

Model(s):

Parameters:

Tested
according to:

Analog Devices, Inc.
1 Technology Way

Norwood MA 02062

USA

Control, IMC, microprocessor

ADSP-CM416F, ADSP-CM417F,
ADSP-CM418F, ADSP-CM419F

PV Inverter Application for ADSP-CM419 EZ-BRD
Release Number 1.0.0

Processor type: Dual Core

L1 SRAM [KB]: 160, 128/160
Flash [KB]: 512 /1024
Core clock [MHz]: 240

ADC Inputs core 1: 24

ADC Inputs core 2: 7

VDE AR N 4105:2011 (CI. 6.5.1, 6.5.3)
DIN VDE V 0124-100:2012 (CI. 5.4.5.2,
5.45.3,55.4.4,5.4.6)

This Compliance Document confirms the compliance with the above listed standards / test
specifications on a voluntary basis. It refers only to the sample submitted to TUV SUD Product
Service GmbH and does not certify the quality or safety of the serial products. See also notes

overleaf.
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TOV SUD Product Service GmbH - Zertifizierstelle - RidlerstraRe 65 - 80339 Miinchen - Germany Tav

Date, 2016-03-08 ,/(z Dr. Gian Maria
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